
Design and delivery of customized equipment

800t Offshore Mast Crane
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SUPERIOR ENERGY SERVICES

800MT OFFSHORE MAST CRANE

GENERAL SPECIFICATIONS
SWL Main Hoist 800mt (880sht)
Reeving Main Hoist 14 falls
Design code LRS – CLAME
Certification by LRS
Min, design temp -10 degrees Celsius
Operational wind speed 20 m/s
Drive system Electric

MAIN DIMENSIONS
Total height (jib 0°) 52m (171ft) (from deck)
Total height (jib 83°) 91.5m (300ft) (from deck)
Total width 12.6m (41ft)
Pivot height 20.5m (67ft) (from deck)
Jib system length 51m (167ft) (Main hoist)
Jib system length 71m (233ft) (Whip hoist)
Type of jib Box Girder Type
Weight of crane approx. 720mt (793sht)

CAPACITIES

Main hoist
Rated load 14 falls 800mt (880sht) @ 26m (85ft)

(dynamic factor 1.1)
Rated load 14 falls 800mt (880sht) @ 24.8m (81ft) 

(dynamic factor 1.2)
Hoisting speed 14 falls full load 3.4 m/min (12 ft/min)
Hoisting speed 14 falls reduced load 8.5 m/min (28 ft/min)
Minimum radius 8.5m (29ft) 
Maximum radius 52m (171ft)
Hooktravel 14 falls 70m (230)

Whip Hoist
Rated load 4 falls 120mt (132sht) @ 35m (115ft) (dynamic factor 1.15)
Rated load 2 falls 40mt (44sht) @ 72m (236ft) (dynamic factor 1.6)
Rated load single line 20mt (22sht) @ 72m (236ft) (dynamic factor 1.6)
Hoisting speed 4 falls full load 8 m/min (26 ft/min)
Hoisting speed 2 falls full load 24 m/min (79 ft/min)
Hoisting speed single full load 48 m/min (158 ft/min)
Minimum radius 16m (52ft)
Maximum radius 72m (236ft)
Hooktravel 4 falls 90m (295ft)
Hooktravel 2 falls 180m (590ft)
Hooktravel single line 360m (1181ft)

Barge specifications
Length 100m (328 ft)
Breadth 31.7m (104 ft)
Depth 7.3m (24 ft)
Accommodations 200-Person Complement
Deck Area ~1650 m2 (17,760 ft2)
Deck Strength 12.5 Tonnes/m2

(2560 lbs/ft2)
Mooring System 8-Point Mooring w/4-

Double Drum Winches
Line Pull (1st Layer) 130-mtons (286K lbs)
Line Pull (Top Layer) 62-mtons (136K lbs)
Wire Rope Size 52mm (2in)
Wire Rope Capacity: 1500m (5000ft)
Anchors 8 Qty @ 10mtons
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Superior Energy Services has
ordered one 800mT
Offshore Mast Crane from
Huisman. Early next year this
crane will be installed on a
new build barge. This crane
barge, measuring 100m
long and 31.7m wide, will
operate as a construction
vessel in the Golf of Mexico.
Superior Energy Services is
the leading provider of spe-
cialized oilfield services and
equipment focusing on serv-
ing the production-related
needs of oil and gas compa-
nies in the Gulf of Mexico.
Superior provides all of the
post wellhead products and
services necessary to pro-
duce and maintain offshore
wells including plug and
abandonment services at the
end of their life cycle.
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Huisman Special Lifting Equipment B.V.
This leaflet may not be copied, reproduced, distributed

or dis-closed  by any other than Huisman Special Lifting
Equipment B.V. or its subsidiaries and affiliates. This leaflet shall
not be deemed to make any representation or warranty as to the
accuracy or completeness of the information reflected therein
On the products as described in this leaflet intellectual property
rights are vested. 
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